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Installation instruction

Outdoor  station

SON5T-K2

1. Fix the  screws  on  the
    wall and put the cables
    through the hole.

2. The  distance  of  each
    screw as below shown.

3. Connect the cables with
    the outdoor station and
    �x the outdoor station
    with screws. 

4. Installation over.

Hole

Plastic

ScrewScrew

System wiring

1. Find  a  suitable  location  t o  mount   indoor   m onitor. 
    According to the  base  case  screw  holes  accurately
    locate and drill the  required holes. 
2. Using the included  screw anchors  and  full-in t he d rilled
    holes, be  sure  to   draw  the   wire  cable  through   the
    centre hole of the back case . Then, screw the security
    screw located base case to the wall. 
3. Carefull y  connect  each wiring  cable  o f th e indoor
    monitor  according  to the wir ing diagram.
4. Pitch the front case with 45 degree angle and close to
    the base case, then move up and match them.
5. Use the  included Torx wrench to  tighten  the  security
    screw and secure the front case to the base. Hang up
    the handset. After above steps, installation over.

SON8T-K2
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SON20T-K2

1. Make  a   hole   on   the
    wall, and put the cables
    through the hole.

2. Fix the wall case be
    insided the hole.

3. Connect the rear  cable
    terminals of the outdoor
    station with cables.

4. Take o� the brand board,
    �x up the outdoor station
    and   case   with  screws,
    then put back  the  brand
    board.
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SON5T-K2

1. Fix the screws and
    plastic on the wall.

2. The distance between
    each screw  as  below
    shown.

3. Fix  up  the  screw  on
    the  plastic   housing
    and connect the indoor
    handset with the cables.
    Hand the indoor handset
    on the hook.

4. Pick up the handset and
    �x up the  screw.    Keep
    it  fasten  in  the   plastic
    housing.
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Indoor  monitor

SON9T-K2

1. Fasten the iron pl ate on the  wall. Then connect the cable
    into the  indoor monitor.

2. Hang the indoor handset on the plate.

SON50T-K2

Water cover

Screws

Screws

1. Position  the location  when   the  unit  is  to  be  mounted.
    Use the water cover to mark the accurately location point.  
2. Use the screw anchors to �ll the drilling hole, and screwing
    fasten the  to the wall.
3. According to the wiring diagram and do right connection.
4. Mounted  the unit to the 

water cover

water cover.

Installation processes:


